
SurfaceMountWideBandRFTransformers
Available in both 1:1 and 2:1 impedance versions,
Coilcraft’s WBT Series chip transformers provide
wide band pass performance in a small surface
mount package.

The transformers are built on an 1812 size ferrite
body with a ceramic base. The top is a high tem-
perature material that creates a flat top for auto
insertion. The parts are packaged in tape and reel
for easy dispensing.

Applications include impedance matching, voltage
or current transformation, DC isolation, bal-
anced/unbalanced mixing, matching, power split-
ting, coupling and signal inversion.
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1812WBT-1 14 10 1:1 4.8 200 50 <1 .340-22
1812WBT-2 5.3 10 1:1 1.8 400 50 <1 .800-60
1812WBT-3 1.25 50 1:1 0.7 500 50 <1 4-200
1812WBT-4 .220 50 1:1 0.3 700 50 <1 11-480
1812WBT-5 .090 50 1:1 0.15 700 50 <1.5 48-645
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Parts/Reel: 7 600; 13 2,200
Tape Width: 12mm
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Parts/reel: 7″ 600; 13″ 2,200 Tape width: 12mm
For packaging data see “Tape and Reel Specifications” (Document 173)
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1812WBT2-1 13.80 6.90 10 2:1 4.6 3.2 200 50 <1.5 .800-23
1812WBT2-2 5.850 2.925 10 2:1 1.25 0.95 400 50 <1.5 2.2-65
1812WBT2-3 2.60 1.30 10 2:1 0.52 0.42 600 50 <1.5 4-105
1812WBT2-4 .910 .455 50 2:1 0.27 0.23 700 50 <1.5 11-200

Operating temperature range −40°C to +85°C.
Electrical specifications at 25°C.
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*measured on HP8753D network analyzer.
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