
  

  

CPU DOS on Multibus 1 format  
On board STPC Client CPU  
Up to 32 MB system memory SODIMM 
(EDO/FPM DRAM)  
On board VGA interface  
Ethernet 10/100Mbps  
Supports Compact Flash Card  
Built in EIDE HARD DISK  
On board keyboard/PS2 mouse  
Two serial ports (RS 232)  
Upgradable through PC/104 module  
Direct MULTIBUS 1 interface  
Interrupts IN/OUT  
Fully compatible MULTIBUS I  
Multi-processing available  
Industrial product  

  

 

   

Designed as part of a policy to protect the investments in MULTIBUS 1 applications, the 
ICM DOS board is based on a PC-type processor core.  

Resources commonly found on these machines have been gathered on a single module 
(which allows for possible upgrades).  

The MULTIBUS 1 motherboard has the necessary interfaces for MULTIBUS boards 
management.  

It also features a vacant slot for an add-on module of type PC 104.  
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CPU-PC BOARD ON MULTIBUS 1  ICM DOS 



ICM DOS 

SPECIFICATIONS (t = 25°C)
TYPE CPU-PC BOARD ON MULTIBUS 1  
STANDARD SBC FUNCTIONS 
- CPU Embedded SGS Thomson DX/66 STPC Client processor  
- BIOS AMI 128 KB Flash memory  
- System memory One 144-pin SODIMM socket accepts 8, 16, or 32 MB EDO/FPR DRAM  
- Enhanced IDE interface Supports up to two EIDE devices, BIOS auto-detect, PIO Mode 3 or Mode 

4 transfer  
- FDD interface Supports up to two FDDs  
- Serial port Two serial RS-232 ports  
- Parallel port One parallel port, supports SPP/EPP/ECP mode  
- Infrared port Shared with COM2. Transfer rates up to 115.2 kbps  
- Keyboard/mouse connector Supports standard PC/AT keyboard and a PS/2 MOUSE  
- Power management Supports power saving modes including Normal/Standby/Suspend modes. 

AM 1.1 compliant  
- Watchdog timer 1.6 sec. Intervals  
- Modem ring-on Hayes compatible modem required  
- Multiple power input ± 12 V, ± 5 V power supplies  
VGA INTERFACE  
- Display memory 512KB – 4 MB share memory, set in BIOS  
- Display type Supports CRT  
- CRT display mode Non-interlaced CRT monitors resolutions up to 1024 x 768 @ 64 K colors  

RESOLUTION  
COLORS  

256  64 K  16 M  
640 x 480  OK  OK  OK  
800 x 600  OK  OK  OK  
1024 x 768  OK  OK  NG  

ETHERNET IEEE 802.3U 10/100 Mbps
SOLID STATE DISK Supports one 50-pin socket for CompactFlash card 
PC 104 Free support for PC 104 extension module 
MULTIBUS 1 INTERFACE  

Windows memory space  
Windows I/O space  

POWER SUPPLY  
- Voltages  + 5 V ± 5 % and ± 12 V  
- Requirements  + 5 V @ 1,6 A (typical)  
PRESENTATION 
- Format MULTIBUS I form factor  
- Dimensions in mm  305 x 171.5 x 10  
- Weight  0,3 kg  
ENVIRONMENT  
- Operating temperature  0°C to + 60°C  
- Storage temperature  - 10°C to + 70°C  
- Relative humidity   90 % (without condensation)  

HOW TO ORDER? ICM DOS  

ACCESSORIES 
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