VT100
Compatible
Terminal

l.ow cost has been achieved by

! using sophisticated software design, a
| Z80A MPU and LSI controller chips. By
i deleting the following little used
functions such as no baud rates below

9600, 132 column mode, smooth scroll,  HVT100, VT52 & ANSI X3.64 H 12" Anti-Glare

split screen and double size characters, Compatible High Resolution Tube

economies have been made. M Printer Port with Copy, Transparent, B P31 Green Phosphor
The model 401 has added features Print Line and Page Modes B Swivel & Tilt Stand

to widen appeal both inside and outside  m Real Time Clock on 25th Status Line W Detached Keyboard

DEC markets. These include: A printer (also print selectable) with VT100 Layout

port, menu set up mode and real time. g pany set Up Mode with Non Volatile m Line/Local Switch

clock on a 25th status line. Bold, blink

= ; . Memory B Rugged Metal Case
underline and reverse video attributes %
: ! M Bold, Blink, Underline and Reverse 3| at very LOW COST.
are standard, with 7X9 dot matrix Video Attributes

characters with true descenders. A 12" : :
P31 anti glare tube, a tilt and swivel B Character Graphics, £ & $ Signs

stand and detached keyboard all help B 7X9 Dot Matrix Characters

end user Comfort Wlth True Descenders
A rugged metal keyboard housing M Data Speeds to 19.2K Bauds
is incorporated to allow use under B DTR & X ON/X OFF Handshake
demanding industrial and scientific
conditions. Standard V1100 keyboard
layout has been retained but with an -;ADEC
added line/local switch.

L——_



